

	O/O The Senior Manager
Regional Procurement NTR / HTR
Peshawar
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	Pakistan Telecommunication
Company Limited
Telephone House 1-The Mall
Peshawar Cantt.



TENDER NOTICE

TENDER FOR CIVIL WORKS – LAYING OF SEWER LINE / OPEN SURFACE DRAIN /
CONSTRUCTION OF SEPTIC TANKS, RENOVATION AT OSS ABBOTTABAD
 
Sealed bids are invited from registered Vendors / Firms for subject tender. Bids must be received duly completed in all respects. 
1.	Separate Technical and Commercial bids required to be submitted up to 30th of September 2021 before COB in the office of Manager (Regional Procurement) HTR at Telephone House, Pine Road, Abbottabad.
2.	Bids should be marked as 
a) “Technical Bid For Tender For Civil Works – OSS Abbottabad”.           
b) “Commercial Bid For Tender For Civil Works – OSS Abbottabad”.
4.	The Bids must be accompanied by an amount of Rs. 50,000/- as security in the form of CDR / DD in the name of “SM Finance HTR Abbottabad”.
5.	Bids received after the above deadline shall not be accepted and will be returned unopened. 
6.	PTCL reserves the right to reject any or all bids and to annul the bidding process at any time, without thereby incurring any liability to the affected bidder (s) or any obligations to inform the affected bidder (s) of the grounds for PTCL action.
7.	Vendor registration is mandatory for all the vendors interested to engage in business with PTCL. Unregistered vendors would be required to get registered with PTCL for this purpose before award of work.
8.	All the rates must be inclusive of all taxes except GST. 
9.	All correspondence regarding any clarification about the subject tender may be addressed to the undersigned.
10.	Subject work must be completed within 90 (Ninety) Days after issuance of PO.
	

Double Click On The
Above Icon To Open
RFQ
	


Senior Manager
(Regional Procurement) NTR/HTR,
Room # 217, Telephone House, 1-The Mall, Peshawar Cantt
Email: ibrar.hussain1@ptcl.net.pk
PH:  091-5276013
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RFQ- Sewerage renovation works at OSS Abbottabad-16082021 - Final.xlsx
RFQ

		Pakistan Telecommunication Company Limited

		BOQ for  Laying of Sewer Line / Open Surface Drain / Const: of Septic Tanks  , Renovation etc  at OSS Abbottabad

		Sl #		Page &
Item #		Description		Nos.		Measurement						Qty		Unit		Rate		0%		Net Rate		Amount

										L		B		H

						Sewerage line (RCC Pipe line 180 Rft)

		1				Demolition of un-reinforced  CC

				23-1		Demolition of un-reinforced lime or CC and  Premix carpet etc.

								1		180		3		1		540		Cft

								1		180		0.75		1.5		202.5		Cft

						Total     F  P  S										742.5		Cft

						Total     M  K  S										21.03		Cum				0.00		0.00		0.00

		2				Excavation as in Hard Soil 

				01-2		Excavation as in Hard Soil upto 1.5 M depth, in foundation and pipe trenches upto 1.5 M wide, in shafts, wells and independent holes upto 30 sqm each and throw earth clear of edges of excavation within 10m. Timbering to be paid extra (Foundation and Trench over 1.5 M widths will be treated as Areas).

								1		180		3		3		1620		Cft

						Total     F  P  S										1620		Cft

						Total     M  K  S										45.88		Cum				0.00		0.00		0.00

		3				Disposal of Metrial/mulba etc

				01-18+19+20		Load “materials” (like demolished brick bats, bricks, sand and bitumen etc) on truck/ trolley or any other means, carry upto 100 M or part thereof, unload and stack or spread.

						Demolition of un-reinforced CC										742.5		Cft

						Excavation										1620		Cft

						Total     F  P  S										2362.5		Cft

						Total     M  K  S										66.91		Cum				0.00		0.00		0.00

		4				PCC Type ‘C’ (1:3:6)  under Sewerage  line

				03-14		Providing and laying of CC Type ‘C’ using Crushed or Broken stone  Detail MES schedule Pakistan -2014 SECTION -3   as specified in walls, sills, copings, channels, drains, steps, string courses, corbels, pier caps, hinge stone, bed plates etc, incl form work and fair faces to exposed surfaces. 

								1		180		3		0.25		135		Cft

						Total     F  P  S										135		Cft

						Total     M  K  S										3.82		Cum				0.00		0.00		0.00

		5				PCC Type ‘B’ (1:2:4 ) for  saddles/Collars

				03-16		Providing & laying of CC Type ‘B’ using Crushed or Broken stone Detail MES schedule Pakistan -2014  SECTION -3  as specified, in walls, sills, copings, channels, drains, steps,  string courses, corbels pier caps, hinge stone, bed plates etc, incl formwork & fair faces to exposed surfaces.

						Total = 180 RFT ( 6'long pipe  36 Nos) 2 Saddles on each Pipe

						saddles Botm		72.00		2.50		0.75		0.33		45.00		Cft

						saddles Side		144.00		0.75		0.75		0.33		27.00		Cft

						saddles 45 degree side		72.00		0.75		0.50		0.33		9.00		Cft

						Collars under /Top/Side		344.00		5.00		0.75		0.33		430.00		Cft

						Total     F  P  S 										511.00		Cft

						Total     M  K  S 										14.47		Cum				0.00		0.00		0.00

		6				RCC pipe 230MM dia  (BS Specifications)

				21-5		Supply and fix, RCC pipes 230mm bore, laid and jointed with spigot socket or collars, as specified.

						RCC pipe 12" dia		1.00		180.00						180.00		Rft

						Total     F  P  S 										180.00		Rft

						Total     M  K  S 										54.86		Metre				0.00		0.00		0.00

		7				Sand Cushion

				02-91		Providing Sand Cushion in layers as specified, under concrete roads, hard standings and landing grounds etc.

						Top on RCC Pipe		1.00		180.00		3.00		0.25		135.00		Cft

						Side on RCC Pipe		2.00		180.00		1.25		0.75		337.50		Cft

						Botm on RCC Pipe		1.00		180.00		1.00		0.25		45.00		Cft

						Total     F  P  S 										517.50		Cft

						Total     M  K  S 										14.66		Cum				0.00		0.00		0.00

		8				PCC 1:4:8

				12-3		Providing and laying CC 1:4:8, laid under floor using shingle or gravel Detail MES schedule Pakistan -2014  SECTION - 12.

						Top on sand		1.00		180.00		3.00		0.33		180.00		Cft

						Sewerage  line side area		1.00		180.00		0.75		2.75		371.25		Cft

						Total     F  P  S 										551.25		Cft

						Total     M  K  S 										15.61		Cum				0.00		0.00		0.00

		9				 PCC Type ‘B’ (1:2:4 ) floor

				12-19		Providing and laying, CC Type ‘B,’ using Crush , Detail MES schedule Pakistan -2014  SECTION - 12 laid in floor, slabs as under layer for Terrazzo / Stonolithic / tiles top finished.

						Top On 1:4:8 		1.00		180.00		3.00		0.25		135.00		Cft

						Total     F  P  S 										135.00		Cft

						Total     M  K  S 										3.82		Cum				0.00		0.00		0.00

		10				Manholes, complete

				21-29		Manholes, complete, rectangular or circular Detail MES schedule Pakistan -2014  SECTION - 21., exc 600mm deep but not exc 1800mm deep, with iron steps (in angles 380mm centres), 230mm thick brick walls (Except Manhole cover).

						Sewerage line (RCC Pipe line 180 Rft)		10.00		2.00		2.00		2.00		80.00		Cft

						Total     F  P  S 										80.00		Cft

						Total     M  K  S 										2.27		 Cum				0.00		0.00		0.00

		11				RCC Manhole Cover

				21-35		Providing and laying, RCC Type ’B’ manhole cover (precast) complete with angle iron frame, embedded in concrete, all as per Information Sheet # Svcs-341

																10.00		Each				0.00		0.00		0.00

						Septic Tank

		12				Excavation

				01-1		Excavation as in Ordinary Soil upto 1.5 M depth, in foundation and pipe trenches upto 1.5 M wide, in shafts, wells and independent holes upto 30 sqm each and throw earth clear of edges of excavation within 10m. Timbering to be paid extra (Foundation and Trench over 1.5 M widths will be treated as Areas). 

						Septic tank 		1.00		9.50		9.50		6.75		609.19		Cft

						Total     F  P  S 										609.19		Cft

						Total     M  K  S 										17.25		 Cum				0.00		0.00		0.00

		13				Disposal of Metrial/mulba etc

				01-18+19+20		Load “materials” (like demolished brick bats, bricks, sand and bitumen etc) on truck/ trolley or any other means, carry upto 100 M or part thereof, unload and stack or spread.

																609.19		Cft

						Total     F  P  S 										609.19		Cft

						Total     M  K  S 										17.25		 Cum				0.00		0.00		0.00

		14				Lean Concrete 1:3:6

				03-14		Providing and laying of CC Type ‘C’ using Crushed or Broken stone  Detail MES schedule Pakistan -2014 SECTION -3   as specified in walls, sills, copings, channels, drains, steps, string courses, corbels, pier caps, hinge stone, bed plates etc, incl form work and fair faces to exposed surfaces. 

						Septic tank 		1.00		9.50		9.50		0.25		22.56		Cft

						Total     F  P  S 										22.56		Cft

						Total     M  K  S 										0.64		 Cum				0.00		0.00		0.00

		15				RCC 1:2:4  in Bed

				03-30		Providing and laying RCC Type ‘A’, using crushed or broken stone. in foundations, independent column footings, solid floors etc incl form work as specified. Reinforcement measured and  paid separately.

						Septic Tanks (size 6 x 6 x 5.5)

						Septic tank 		1.00		9.50		9.00		0.75		64.13		Cft

						Total     F  P  S 										64.13		Cft

						Total     M  K  S 										1.82		 Cum				0.00		0.00		0.00

		16				Reinforcement bars in septic tank Bed 

				09-56		Supply and fix, bars round, using deformed bars Grade-60, incl cutting, bending, binding and placing reinforcement in position.

						Septic Tanks 

						1/2" dia 9" C/C long bars 		14.00		10.50		0.67				98.20		Lbs

						1/2" dia 9" C/C Short bars		14.00		10.00		0.67				93.52		Lbs

						Total     F  P  S 										191.72		Lbs

						Total     M  K  S										86.96		Kg				0.00		0.00		0.00

		17				RCC walls for Septic tank

				03-22		Providing and laying RCC Type ‘B,’ using crushed or broken stone. in roof slabs, landings, walls, plinth beams and bands etc as specified requiring shuttering. Reinforcement measured and  paid separately.

						Septic Tanks 

						Septic Tank long wall		2.00		7.50		0.75		6.00		67.50		Cft

						Septic Tank short wall		2.00		5.50		0.75		6.00		49.50		Cft

						Septic tank 2 Center wall		2.00		6.00		0.38		6.00		27.00		Cft

						Total     F  P  S 										144.00		Cft

						Total     M  K  S 										4.08		 Cum				0.00		0.00		0.00

		18				Reinforcement bars in septic tank walls

				09-56		Supply and fix, bars round, using deformed bars Grade-60, incl cutting, bending, binding and placing reinforcement in position.

						Septic Tanks 

						1/2" dia 6" C/C long bars both ways for 02 nos walls		26.00		29.50		0.67				512.36		Lbs

						1/2" dia 6" C/C Short bars both ways for 02 nos walls		120.00		8.75		0.67				701.40		Lbs

						Total     F  P  S 										1,213.76		Lbs

						Total     M  K  S										550.56		Kg				0.00		0.00		0.00

		19				RCC 1:2:4 slab

				03-22		Providing and laying RCC Type ‘B,’ using crushed or broken stone. in roof slabs, landings, walls, plinth beams and bands etc as specified requiring shuttering. Reinforcement measured and  paid separately.

						Slab		1.00		7.50		7.25		0.50		27.19		Cft

						Total     F  P  S 										27.19		Cft

						Total     M  K  S 										0.77		 Cum				0.00		0.00		0.00

		20				Reinforcement bars in Slab

				09-56		Supply and fix, bars round, using deformed bars Grade-60, incl cutting, bending, binding and placing reinforcement in position.

						Septic Tanks 

						1/2" dia 8" C/C Short bars		12.00		7.50		0.67				60.12		Lbs

						1/2" dia 8" C/C Short bars		13.00		7.25		0.67				62.96		Lbs

						Total     F  P  S 										123.08		Lbs

						Total     M  K  S										55.83		Kg				0.00		0.00		0.00

		21				Soil, Waste and Ventilation (SWV) Pipes (CI – Sand Cast)

				20-1		Supply and fix, 75mm dia bore CI, soil, waste and vent (SWV) pipes as specified

						Septic tank 		1.00						6.50		6.50		Rft

						Total     F  P  S 										6.50		Rft

						Total     M  K  S 										1.98		Mtr				0.00		0.00		0.00

		22				Vent Cowel,

				20-40		Supply and fix, Vent Cowel, over out lets of down pipes, top of ventilating pipe etc, fixed complete, dome or balloon pattern, 75 mm bore.

						Total     F  P  S 										1.00		Nos

						Total     M  K  S 										1.00		Nos				0.00		0.00		0.00

		23				RCC Manhole Cover

				21-35		Providing and laying, RCC Type ’B’ manhole cover (precast) complete with angle iron frame, embedded in concrete, all as per Information Sheet # Svcs-341

						Septic tank		1.00								1.00		Nos

						Total     F  P  S 										1.00		Nos

						Total     M  K  S 										1.00		Each				0.00		0.00		0.00

						Open Surface Drain 130 Rft

		24				Demolition of un-reinforced Cement Concrete

				23-1		Demolition of un-reinforced lime or CC and  Premix carpet etc.

								1.00		130.00		3.00		0.50		195.00		Cft

						Total     F  P  S 										195.00		Cft

						Total     M  K  S 										5.52		Cum				0.00		0.00		0.00

		25				Excavation as in Hard Soil 

				01-2		Excavation as in Hard Soil upto 1.5 M depth, in foundation and pipe trenches upto 1.5 M wide, in shafts, wells and independent holes upto 30 sqm each and throw earth clear of edges of excavation within 10m. Timbering to be paid extra (Foundation and Trench over 1.5 M widths will be treated as Areas).

								1		130		3		1.5		585		Cft

						Total     F  P  S										585		Cft

						Total     M  K  S										16.57		Cum				0.00		0.00		0.00

		26				 P C C 1:4:8 in drain Bottom

				03-8		Providing and laying of CC 1:4:8, using Crushed or Broken stone graded as specified.

						Drain Bottom		1		130		3		0.33		130		Cft

						Total     F  P  S										130		Cft

						Total     M  K  S										3.68		Cum				0.00		0.00		0.00

		27				PCC 1:2:4 Side wall of open drain

				03-10		Providing and laying of CC Type "B", using Crushed or Broken stone graded as specified.

						Drain Bottom		1		130		3		0.17		65		Cft

						Drain Walls		2		130		0.5		2.00		260		Cft

						Total     F  P  S										325		Cft

						Total     M  K  S										9.20		Cum				0.00		0.00		0.00



		28				RCC 1:2:4 slab on open drain

				03-28		Providing and laying RCC Type ‘A’, using Crushed or Broken stone as specified in beams, columns, stairs, posts, struts, piers, lintels and the like. Reinforcement measured and paid separately.

								1.00		12.00		3.00		0.50		18.00		Cft

						Total     F  P  S 										18.00		Cft

						Total     M  K  S 										0.51		Cum				0.00		0.00		0.00

		29				Reinforcement bars in RCC

				09-56		Supply and fix, bars round, using deformed bars Grade-60, incl cutting, bending, binding and placing reinforcement in position.

						Long Bars 1/2" dia    6" C/C		1.00		4.00		12.00		0.68		32.64		lbs

						Short Bars 1/2"  6" C/C		1.00		25.00		3.00		0.68		51.00		lbs

						Total     F  P  S 										83.64		lbs

						Total     M  K  S 										37.94		Kg				0.00		0.00		0.00



						Building Back side PCC Floor

		30				Hard core of, any thickness, spread, level

				12-1		Providing and laying hard core of any description, any thickness, spread, level and ramming, filling under floors.

						Floor		1.00		60.00		15.00		0.50		450.00		Cft

						Total     F  P  S 										450.00		Cft

						Total     M  K  S 										12.74		Cum				0.00		0.00		0.00

		31				PCC 1:4:8, laid under floor

				12-3		Providing and laying CC 1:4:8, laid under floor  using crushed or broken stone.

						Floor		1.00		60.00		15.00		0.33		300.00		Cft

						Total     F  P  S 										300.00		Cft

						Total     M  K  S 										8.50		Cum				0.00		0.00		0.00

		32				Dividing strip 8-10mm thick & 40 mm wide

				12-28		Supply and fix, 8-10 mm thick and 40 mm wide marble patty, as dividing strip in floors.

								5.00		60.00						300.00		Rft

								20.00		15.00						300.00		Rft

						Total     F  P  S 										600.00		Rft

						Total     M  K  S 										182.87		Metre				0.00		0.00		0.00

		33				50 mm PCC 1:2:4, floor

				12-15		Providing and laying CC Type ‘B’ as in floor, slabs, surface finished smooth with neat cement and steel trowel, using crushed or broken stone.

						Floor		1.00		60.00		15.00		0.17		150.00		Cft

						Total     F  P  S 										150.00		Cft

						Total     M  K  S 										4.25		Cum				0.00		0.00		0.00

						Plaster

		34				Removing Cement Plaster

				13-19		Hacking Cement Plaster of walls or lathing, racking out joints when required, or racking out cement jointing to walls, roofs or floors of any description, or hacking out concrete to form key, or dismantling, lathing with or without plaster

								1.00		19.00				12.00		228.00		Sft

								3.00		10.00				12.00		360.00		Sft

								1.00		56.00				12.00		672.00		Sft

								1.00		22.00				8.00		176.00		Sft

								1.00		12.00				8.00		96.00		Sft

								1.00		24.00				6.00		144.00		Sft

								1.00		3.00				4.00		12.00		Sft

								1.00		15.00				7.00		105.00		Sft

								1.00		20.00				5.00		100.00		Sft

						Total     F  P  S 										1,893.00		Sft

						Total     M  K  S 										175.93		Sqm				0.00		0.00		0.00

		35				13mm thick Cement Plaster 1:4

				13-5		13mm thick Cement Plaster 1:4, finished as specified												Sqm

								1.00		19.00				12.00		228.00		Sft

								3.00		10.00				12.00		360.00		Sft

								1.00		56.00				12.00		672.00		Sft

								1.00		22.00				8.00		176.00		Sft

								1.00		12.00				8.00		96.00		Sft

								1.00		24.00				6.00		144.00		Sft

								1.00		3.00				4.00		12.00		Sft

								1.00		15.00				7.00		105.00		Sft

								1.00		20.00				5.00		100.00		Sft

						Total     F  P  S 										1,893.00		Sft

						Total     M  K  S 										175.93		Sqm				0.00		0.00		0.00

						Doors to be replace

		36				Steel Chowkat press-moulded 16 SWG, for 230mm wall

				07-228		Supply & fix, Steel Chowkat press-moulded 18 SWG, for 230mm wall, (Single/Double Leaf), complete, incl hold fast ties for lateral movement, PCC 1:2:4 cavity filling etc, incl one coat of anti-Creosote paint (internal surface and Red oxide paint (external surface).

								2.00		17.00						34.00		Rft

						Total     F  P  S 										34.00		Rft

						Total     M  K  S 										10.36		Metre				0.00		0.00		0.00

		37				Hollow Flush door, Teak veneered, 32 mm thick

				07-110		Supply and fix, Hollow Flush door, Teak veneered, 32 mm thick incl iron mongery except chowkats.

								1.00		4.00				7.00		28.00		Sft

								2.00		3.00				7.00		42.00		Sft

						Total     F  P  S 										70.00		Sft

						Total     M  K  S 										6.51		Sqm				0.00		0.00		0.00

		38				CP locks, rim or latch, 150 mm with two bolts and two levers

				08-94		Supply and fix, CP locks, rim or latch, 150 mm with two bolts and two levers, in any pattern/shape, best quality, 2 keys.

						Total     F  P  S 										14.00		No

						Total     M  K  S 										14.00		Each				0.00		0.00		0.00

		39				Removal of Damaged roof trusses

				NSI		Removal of Damaged roof trusses   complete in all respects and dumped in a proper place as directed by site incharge.

								1.00		70.00				30.00		2,100.00		Sft

						Total     F  P  S 										2,100.00		Sft						0.00		0.00

		40				Roof Trusses drainage (GI Sheet Drain)

				NSI		Making , Fixing of GI Sheet drain from available resources along roof trusses for smooth running of rain water as directed by site incharge.

								1.00		200.00						200.00		Rft

						Total     F  P  S 										200.00		Rft						0.00		0.00

						Roof Treatment

		41				Removal of Khaprail tiles from porch

				M/R		Removal of khaprail tiles from porch including clearance of site as directed by site incharge.

								1		24				36		864.00		Sft

						Total     F  P  S 										864.00		Sft

						Total     M  K  S 										80.30		Sqm						0.00		0.00

		42				50 mm thick Screed bed for proper levelling

				12-91		Providing and laying, Screed bed 50 mm thick on bond breaking material as specified.

						Roof slab		1.00		70.00				30.00		2,100.00		Sft

						Total     F  P  S 										2,100.00		Sft

						Total     M  K  S 										195.17		Sqm				0.00		0.00		0.00

		43				Dividing strip 8-10 mm thick & 40 mm wide

				12-28		Supply and fix, 8-10 mm thick and 40 mm wide marble patty, as dividing strip in floors.

								8		70						560		Rft

								18		30						540		Rft

						Total     F  P  S 										1,100.00		Rft

						Total     M  K  S 										335.26		Metre				0.00		0.00		0.00

		44				13 mm Terrazzo floor incl cutting and rubbing

				12-39		Providing and laying, 13 mm Terrazzo floor using marble chips (1:2) with White / Coloured Cement, incl cutting and rubbing (except polishing).

						Roof slab		1.00		70.00				30.00		2,100.00		Sft

						Porch		1		24				36		864.00		Sft

						Total     F  P  S 										2,964.00		Sft

						Total     M  K  S 										275.46		Sqm				0.00		0.00		0.00

		45				Rain water pipe 100 mm (Parnala)

				18-452		uPVC Pressure pipe, 100 mm dia, Class B, complete, Z-joint with rubber ring, (excl excavation), supply and fixing.

								5.00		13.00						65.00		Rft

						Total     F  P  S 										65.00		Sft

						Total     M  K  S 										19.81		Metre				0.00		0.00		0.00

		46				Elbow 100 fo UPVC Pipe

				20-109		Supply and fix, 110mm dia, uPVC Elbow/bend, 90°, complete with "Z" joint and rubber ring, all as specified.

																4.00		No

						Total     F  P  S 										4.00		No

						Total     M  K  S 										4.00		Each				0.00		0.00		0.00

		47				Granite tiles Floor upto 1600 sqcm

				12-113		Providing and laying Granite tiles glazed/unglazed in any colour/print/texture exc 900 sqcm but not exc 1600 sqcm on walls and floor set in neat cement and joints grouted with white/coloured cement complete all as specified.

						Floor including 9" Skirting		1		13.5				13.5		182.25		Sft

								1		14.5				11.5		166.75		Sft

								2		5				7		70		Sft

								1		19				16		304		Sft

								1		14.5				13.5		195.75		Sft

								1		12.5				13.5		168.75		Sft

								1		16.5				14.5		239.25		Sft

						Total     F  P  S 										1,326.75		Sft

						Total     M  K  S 										123.30		Sqm				0.00		0.00		0.00

		48				12mm thick Plate Glass door

				07-252		Supply & fix, 12mm thick Plate Glass partition/door in any size incl all necessary accessories i.e. pivot machine, handle lock etc (partitions, where door will not be provided, be paid separately) 

								1		11.75				9		105.75

						Total  F P S 										105.75		Sft

						Total  M K  S 										9.83		Sqm				0.00		0.00		0.00

						Painting works

		49				Plastic Emulsion paint on internal surfaces

				15-125		Surface preparation by using putty on plastered wall or ceiling to form smooth base for distemper, plastic emulsion paint etc, all as specified.												Sqm

				15-85		1st Coat of painting on new or old work such as walls incl all detached attachment with Plastic Emulsion paint.												Sqm

				15-86		Same as item 15-85, but 2nd and subsequent coat.												Sqm

						Walls		1.00		50.00				11.50		575.00		Sft

								1.00		34.00				11.50		391.00		Sft

								1.00		52.00				11.50		598.00		Sft

								1.00		15.00				11.50		172.50		Sft

								1.00		11.50				11.50		132.25		Sft

								1.00		30.00				11.50		345.00		Sft

								1.00		34.00				4.00		136.00		Sft

						Ceilings		1.00		34.00		24.00				816.00		Sft

								1.00		65.00		18.00				1170.00		Sft

								1.00		20.00		5.00				100.00		Sft

								1.00		8.00		9.00				72.00		Sft

						Total  F P S 										4507.75		Sft

						Total  M K  S 										418.94		Sqm				0.00		0.00		0.00

		50				Painting wood works

				15-34		Ist Coat of painting on new or old work such as timber work ceiling and timber boarding etc of any description with synthetic enamel paint.												Sqm

				15-35		Same as item 15-34, but second and subsequent coat.												Sqm

						Doors		4.00		14.00				7.00		392.00		Sft

						Total  F P S 										392.00		Sft

						Total  M K  S 										36.43		Sqm				0.00		0.00		0.00

		51				Weather sheild paint on external surfaces

				15-89+91		1st Coat of Weather Resistant paint on exterior wall after removing /scraping the white/ colour wash and distemper from plastered / un-plastered surface.



								1.00		220.00				14.00		3080.00		Sft

						Total  F P S 										3080.00		Sft

						Total  M K  S 										286.25		Sqm				0.00		0.00		0.00





						Jacketting of Beam

				03-27		Providing and laying RCC Type ‘A’, using shingle or gravel as specified in beams, columns, stairs, posts, struts, piers, lintels and the like. Reinforcement measured and paid separately.

						Beams in walls		2.00		10.00		0.75		0.75		11.25

						Jacketing of beams		5.00		14.75		1.12		0.50		41.30

								5.00		14.75		1.75		0.50		64.53

								1.00		43.25		1.12		0.50		24.22

								1.00		43.25		1.75		0.50		37.84

								1.00		39.41		1.12		0.50		22.07

								1.00		39.41		1.75		0.50		34.48

								1.00		44.83		1.12		0.50		25.10

								1.00		44.83		1.75		0.50		39.23

								1.00		54.33		1.12		0.50		30.42

								1.00		54.33		1.75		0.50		47.54

																377.99		Cft

																10.70		Cum				0.00		0.00		0.00

				09-56		Supply and fix, bars round, using deformed bars Grade-60, incl cutting, bending, binding and placing reinforcement in position.

						#6		1.00		839.00						839.00

						#3		1.00		3692.00						3692.00

						#6 Total length										839.00		Rft

						#3 Total length										3692.00		Rft

						#6 Total weight										570.52		Kg

						#3 Total weight										627.64		Kq

						Total weight										1198.16		Kg				0.00		0.00		0.00

				09-54		Supply and fix, bars round, using deformed bars Grade-40 incl cutting, bending, binding and placing reinforcement in position.

						#6(bars)		1.00		946.00						946.00

						#3(Ring)		1.00		898.00						898.00

																643.28

																152.66

																795.94		Kg				0.00		0.00		0.00

				M/R		Supply and application of epoxy bond SIKA-dur-32LT on old concrete surface

																900.00		Sft

																83.61		Sqm								0.00

										Total																0.00

																								G.Total		0.00

										Added 15% SST																0.00

										Grand Total																0.00
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NSI

		Non Schedule Items

		S.No		Description		Quantity		Unit		Rate

		1		Removal of Damaged roof trusses

				Removal of Damaged roof trusses   complete in all respects and dumped in a proper place as directed by site incharge.		2,100.00		Sft

		2		Roof Trusses drainage (GI Sheet Drain)

				Making , Fixing of GI Sheet drain from available resources along roof trusses for smooth running of rain water as directed by site incharge.		200.00		Rft

		3		Removal of Khaprail tiles from porch

				Removal of khaprail tiles from porch including clearance of site as directed by site incharge.		80.30		Sqm

		4		Supply and application of epoxy bond SIKA-dur-32LT on old concrete surface		83.61		Sqm

		Grand Total:								0
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