

	O/O The Senior Manager
Regional Procurement NTR / HTR
Peshawar
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	Pakistan Telecommunication
Company Limited
Telephone House 1-The Mall
Peshawar Cantt.



TENDER NOTICE

TENDER FOR CIVIL WORKS - IP EDGE PROJECT CRITICAL CIVIL WORKS AND EHS RISKS
 
Sealed bids are invited from registered Vendors / Firms for subject tender. Bids must be received duly completed in all respects. 
1.	Separate Technical and Commercial bids required to be submitted up to 03rd of May, 2021 before COB in the office of Senior Manager (Regional Procurement) NTR/HTR at Room # 217, Telephone House, 1-The Mall, Peshawar Cantt.
2.	Bids should be marked as 
a) “Technical Bid For Tender For Civil Works - IP Edge Project Critical Civil Works And Ehs Risks.           
b) “Commercial Bid For Tender For Civil Works - IP Edge Project Critical Civil Works And Ehs Risks.
4.	The Bids must be accompanied by an amount of Rs. 50,000/- as security in the form of CDR / DD in the name of “SM Finance PTCL Peshawar”.
5.	Bids received after the above deadline shall not be accepted and will be returned unopened. 
6.	PTCL reserves the right to reject any or all bids and to annul the bidding process at any time, without thereby incurring any liability to the affected bidder (s) or any obligations to inform the affected bidder (s) of the grounds for PTCL action.
7.	Vendor registration is mandatory for all the vendors interested to engage in business with PTCL. Unregistered vendors would be required to get registered with PTCL for this purpose before award of work.
8.	All the rates must be inclusive of all taxes except GST. 
9.	All correspondence regarding any clarification about the subject tender may be addressed to the undersigned.


	

Double Click On The
Above Icon To Open
RFQ
	Senior Manager
(Regional Procurement) NTR/HTR,
Room # 217, Telephone House, 1-The Mall, Peshawar Cantt
Email: brar.hussain1@ptcl.net.pk
PH:  091-5276013
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IP Edge RFQs for Roof treatment & Emergency Exit 15042021 Final.xlsx
Summary

		Summary of works IP Edge Project Critical Civil Works and EHS Risks

		S.NO		Site Name 		Rate		Remarks 

		1		Peshawar City Exchange				Roof treatment along with drain pipe is required to avoid seepage in entire building.

		2		Peshawar Cantt Exchange				Roof treatment along with drain pipe is required to avoid seepage in entire building. Also emergency exit cost included in the BOQ which was EHS requirements

		3		Hayatabad Ph-III T/Exchange				Expansion joints treatment is essential to avoid seepage in the building

		4		Mardan Exchange				Roof treatment along with drain pipe is required to avoid seepage in entire building. Also emergency exit cost included in the BOQ which was EHS requirements

		5		Nowshera Exchange				Treatment of expansion joint & partial treatment along with replacement of drain pipe is required to avoid seepage in the building

		6		Makan Bagh (Saidu Sharif) Swat				Roof treatment along with drain pipe is required to avoid seepage in entire building. Also emergency exit cost included in the BOQ which was EHS requirements

				G.TOTAL





RFQ City Roof Treatment

				Pakistan Telecommunication Company Limited

				OFFICE OF MANAGER ADMIN NTR-I PESHAWAR

				BOQ for Roof treatment work at City Exchange Peshawar.

				Sl #		Page &
 Item #		Description		Nos		Measurement						Qty		Unit		Rate		0%		Rate		Amount

												L		B		H

								Roof Treatment

		1		1				Cleaning of the Roof surface

						NSI		Rmoving vegetation, unwanted material & rubbesh from roof surface in order to prepare for laying of bitumen

								Total     F  P  S 										1.00		Job

								Total     M  K  S 										1.00		Job						0.00		- 0

		1		2				Bitumen 10/20, applied hot @ 4.90 Kg /10sqm

						10-101		One coat of water proofing compound, using Bitumen 10/20, applied hot @ 4.90 Kg /10sqm

								Portion -1		1		112.00				41.50		4,648.00		Sft

								Portion -2		1		169.50				39.25		6,652.88		Sft

								On slab Portion-1		-1		30.00		40.00				-1,200.00		Sft

								On slab Portion-2		-1		27.00		40.00				-1,080.00		Sft

								Total     F  P  S 										9,020.88		Sft

								Total     M  K  S 										838.37		Sqm						0.00		- 0

		1		3				Polythene Sheet, 0.102 mm thick

						12-90		Providing and laying, Bond Breaking materials, using 0.102 mm thick Polythene film, over normal thickness of concrete floor.

								Total     F  P  S 										9,020.88		Sft

								Total     M  K  S 										838.37		Sqm						0.00		- 0

		1		4				Screed 1:2:4, 50mm thick

						12-91		Providing and laying, Screed bed 50 mm thick on bond breaking material as specified.

								Total     F  P  S 										9,020.88		Sft

								Total     M  K  S 										838.37		Sqm						0.00		- 0

		1		5				Marble patty, 8-10 mm thick and 40 mm wide

						12-28		Supply and fix, 8-10 mm thick and 40 mm wide marble patty, as dividing strip in floors.

								Total     F  P  S 										2,000.00		Rft

								Total     M  K  S 										609.57		Mtr						0.00		- 0

		1		6				Bitumen 10/20  blinded with sand on Top of Roof

						10-103		One coat of bitumen 10/20, @ 1.46 kg per sqm, blinded with sand @ 0.012 cum per sqm.

								Total     F  P  S 										9,020.88		Sft

								Total     M  K  S 										838.37		Sqm						0.00		- 0

		1		7				Scraping plaster

						13-19		Hacking Cement Plaster of walls or lathing, racking out joints when required, or racking out cement jointing to walls, roofs or floors of any description, or hacking out concrete to form key, or dismantling, lathing with or without plaster

								Parpert wall complete  (50% where required)		1		641.50				4.25		2,726.38		sft

								Plaster for Extra Columns (50% where required)		11		6.66				2.25		164.84		sft

								Plaster for Extra Columns (50% where required)		11		2.00				2.00		44.00		sft

								Total     F  P  S 										1,467.61		Sft

								Total     M  K  S 										136.39		Sqm						0.00		- 0

		1		8				19mm thick Cement Plaster 1:6

						13-13		19mm thick Cement Plaster 1:6, finished  as specified

								Parpert wall complete		1		641.50				4.25		2,726.38		sft

								Plaster for Extra Columns		11		6.66				2.25		164.84		sft

								Plaster for Extra Columns		11		2.00				2.00		44.00		sft

								Total     F  P  S 										2,935.21		Sft

								Total     M  K  S 										272.68		Sqm						0.00		- 0

		1		9				PCC Gola, CC Type ‘C’

						12-13		Providing and laying, CC Type ‘C’, as in floor, slabs, surface finished smooth with neat cement and steel trowel, using crushed or broken stone.

								Parpert wall complete		1.00		641.50		0.50		0.50		160.38		Cft

								Parpert wall complete		-1.00		274.00		0.50		0.50		-68.50		Cft

								Total     F  P  S 										91.88		Cft

								Total     M  K  S 										2.60		Cum						0.00		- 0

		1		10				Rain water 100mm uPVC Pipe

						18-452		uPVC Pressure pipe, 100mm dia, Class B, complete, Z-joint with rubber ring, (excl excavation), supply and fixing.

								Rain water pipe		15.00		30.00						450.00		Rft

								Total     F  P  S 										450.00		Rft

								Total     M  K  S 										137.16		Mtr						0.00		- 0

		1		11				Stair Steel Door Repairing

						NSI		stair steel door repairing with paint complete as directed by Engineer-incharge.

								Total     F  P  S 										1.00		Job

								Total     M  K  S 										1.00		Job						0.00		- 0

		1		12				PCC Krugh 2'x2' for drain pipe

						12-13		Providing and laying, CC Type ‘C’, as in floor, slabs, surface finished smooth with neat cement and steel trowel, using crushed or broken stone.

								PCC Krugh 2'x2'		15.00		2.00		2.00		0.50		30.00		Cft

								Total     F  P  S 										30.00		Cft

								Total     M  K  S 										0.85		Cum						0.00		- 0

		1		13				Disposal of Metrial/mulba etc

						NSI		Load “materials” (like demolished brick bats, bricks, sand and bitumen etc) on truck/ trolley or any other means, carry upto 3100 M or part thereof, unload and stack or spread.

								Total     M  K  S 										1.00		Job						0.00		- 0

						T O T A L																						0.00

						MES Schedule 2014

						Balance amount																						0.00

						Added 15% SST 																						0.00

						G R A N D     T O T A L																						0.00





RFQ OMC Cantt Roof Treatment

				Pakistan Telecommunication Company Limited

				OFFICE OF MANAGER ADMIN NTR-I PESHAWAR

				BOQ for Roof treatment work & Emergency exit required at OMC Peshawar Cantt.

				Sl #		Page & Item #		Description		Nos		Measurement						Qty		Unit		Rate		0%		Rate		Amount

												L		B		H

								Roof Treatment

		1		1				Cleaning of the Roof surface

						NSI		Rmoving vegetation, unwanted material & rubbesh from roof surface in order to prepare for laying of bitumen

								Total     F  P  S 										1.00		Job

								Total     M  K  S 										1.00		Job						0.00		- 0

		1		2				Bitumen 10/20

						10-101		One coat of water proofing compound, using Bitumen 10/20, applied hot @ 4.90 Kg /10sqm

								Roof Top		1		121.00		40.00				4,840.00		Sft

								Total     F  P  S 										4,840.00		Sft

								Total     M  K  S 										449.81		Sqm						0.00		- 0

		1		3				Polythene Sheet

						12-90		Providing and laying, Bond Breaking materials, using 0.102 mm thick Polythene film, over normal thickness of concrete floor.

		1						Total     F  P  S 										4,840.00		Sft

								Total     M  K  S 										449.81		Sqm						0.00		- 0

		1		5				Screed 1:2:4

						12-91		Providing and laying, Screed bed 50 mm thick on bond breaking material as specified.

								Total     F  P  S 										4,840.00		Sft

								Total     M  K  S 										449.81		Sqm						0.00		- 0

		1		6				Marble patty

						12-28		Supply and fix, 8-10 mm thick and 40 mm wide marble patty, as dividing strip in floors.

								Total     F  P  S 										1,200.00		Rft

								Total     M  K  S 										365.74		Mtr						0.00		- 0

		1		7				Bitumen 10/20  blinded with sand on Top of Roof

						10-103		One coat of bitumen 10/20, @ 1.46 kg per sqm, blinded with sand @ 0.012 cum per sqm.

								Total     F  P  S 										4,840.00		Sft

								Total     M  K  S 										449.81		Sqm						0.00		- 0

		1		8				Scraping plaster

						13-19		Hacking Cement Plaster of walls or lathing, racking out joints when required, or racking out cement jointing to walls, roofs or floors of any description, or hacking out concrete to form key, or dismantling, lathing with or without plaster

								Parpert wall complete (50% where required)		1.00		322.00				4.25		1,368.50		sft

								Total     F  P  S 										684.25		Sft

								Total     M  K  S 										63.57		Sqm						0.00		- 0

		1		9				19mm thick Cement Plaster 1:6

						13-13		19mm thick Cement Plaster 1:6, finished  as specified

								Parpert wall complete		1.00		322.00				4.25		1,368.50		sft

								Total     F  P  S 										1,368.50		Sft

								Total     M  K  S 										127.13		Sqm						0.00		- 0

		1		10				PCC Gola

						12-13		Providing and laying, CC Type ‘C’, as in floor, slabs, surface finished smooth with neat cement and steel trowel, using crushed or broken stone.

								Parpert wall complete		1.00		322.00		0.50		0.50		80.50		Cft

								Total     F  P  S 										80.50		Cft

								Total     M  K  S 										2.28		Cum						0.00		- 0

		1		11				Rain water pipe

						18-452		uPVC Pressure pipe, 100mm dia, Class B, complete, Z-joint with rubber ring, (excl excavation), supply and fixing.

								Rain water pipe		10.00		30.00						300.00		Rft

								Total     F  P  S 										300.00		Rft

								Total     M  K  S 										91.44		Mtr						0.00		- 0

		1		12				PCC Krugh 2'x2' for drain pipe

						12-13		Providing and laying, CC Type ‘C’, as in floor, slabs, surface finished smooth with neat cement and steel trowel, using crushed or broken stone.

								PCC Krugh 2'x2'		10.00		2.00		2.00		0.50		20.00		Cft

								Total     F  P  S 										20.00		Cft

								Total     M  K  S 										0.57		Cum						0.00		- 0

		1		13				Disposal of Metrial/mulba etc

						NSI		Load “materials” (like demolished brick bats, bricks, sand and bitumen etc) on truck/ trolley or any other means, carry upto 3100 M or part thereof, unload and stack or spread.

								Total     M  K  S 										1.00		Job						0.00		- 0

								Emergency Exit

		1		14				Demoltion of Brick work 

						23-7		Demolition of walls, built in Brick work, or Concrete blocks, or in stone masonry, built in lime or CM, incl pillars, lintels, struts etc.

								For Emergency Exit door		1		4.50		0.75		7.00		23.63		Cft

								Total     F  P  S 										23.63		Cft

								Total     M  K  S										0.67		Cum						0.00		- 0

		1		15				Aluminum Doors

						07-137		Supply Aluminium Swing door, single shutter (Deluxe Model) of Anodized Aluminium extruded section as specified incl fixing on concrete, wooden or steel frames, complete with all necessary fitting, except glass, lock & handle.

								For Emergency Exit door		1		4.00				7.00		28.00		Sft

								Total     F  P  S 										28.00		Sft

								Total     M  K  S										2.60		Sqm						0.00		- 0

		1		16				Glass for Aluminum Door (Ghani Glass)

						16-17		Supply and fix 5mm thick Tinted glass fixed to timber or steel sashes with hard/softwood beads and screws or by the use of rubber lining.

								Front & back		1		4.00				7.00		28.00		Sft

								Total     F  P  S 										28.00		Sft

								Total     M  K  S										2.60		Sqm						0.00		- 0

		1		17				Door closer (Deluxe Model) -NEW STAR

						08-280		Supply and fix, Aluminium door closer (Deluxe Model) Anodized Bronze.

								Total     M  K  S										1.00		Each						0.00		- 0

		1		18				Aluminium door lock (Premium model)

						08-279		Supply and fix, Aluminium door lock, (Premium model) Anodized Bronze.

								Total     M  K  S										1.00		Each						0.00		- 0

		1		19				Provision of stair for Emergency Exit

						NSI		Providing & fixing of steel stairs along with railing including all allied supporting material vertical & horizontal to 1st floor of the building as per direction of Engineer Incharge

								Stair for Emergency Exit		1		50.00		4.00				200.00		Sft

								Total     F  P  S 										200.00		Sft						0.00		- 0

		1		20				Paint work on stair / Railing

						15-44		Ist Coat of painting to new or old work such as doors of any type and description with synthetic enamel paint.

						15-45		Same as item 15-44, but 2nd and subsequent coat.

								Paint work on stair / Railing		4		50.00		4.00				800.00		Sft

								Paint work on stair Railing		2		3.50		45.00				315.00		Sft

								Total     F  P  S 										1,115.00		Sft

								Total     M  K  S										103.58		Sqm						0.00		- 0

						T O T A L																						0

						on MES Schedule 2014

						Balance amount																						0

						Added 15% SST 																						0

						G R A N D     T O T A L																						0





Hayatabad Roof Treatment

		Pakistan Telecommunication Company Limited

		OFFICE OF MANAGER ADMIN NTR-I PESHAWAR

		BOQ for Roof Treatment at Hayatabad Phase-III Telephone Exchange

		Sl #		Item #		Description		Nos		Measurement						Qty		Unit		Rate		0%		Net
Rate		Amount

										L		B		H

		1				Treatment Expansion Joint

				12-15		Providing and laying CC Type ‘B’ as in floor, slabs, surface finished smooth with neat cement and steel trowel, using crushed or broken stone

								1		52.00		4.00		0.33		68.64		Cft

						Total     F  P  S 										68.64		Cft

						Total     M  K  S 										1.94		 Cum						0.00		0.00

		2				Plain Galvd Steel Sheet 22 BG (Expansion Joint)

				10-42		Supply and fix, plain galvd steel sheet 22 BG in ridges hips, valleys and straight and stepped flashing, roof plates and sleeve pieces etc, incl wooden battens as required.

								1		52.00		4.00				208.00		Sft

						Total     F  P  S 										208.00		Sft

						Total     M  K  S 										19.33		Sqm						0.00		0.00

								T O T A L																		0.00

								on MES Schedule 2014

								Balance amount																		0.00

								Added 15% SST 																		0.00

								G R A N D     T O T A L																		0.00





RFQ Mardan Roof Treatment

				Pakistan Telecommunication Company Limited

				OFFICE OF MANAGER ADMIN NTR-I PESHAWAR

				BOQ for Roof treatment work at CTX Exchange Mardan.

				Sl #		Page & Item #		Description		Nos		Measurement						Qty		Unit		Rate		0%		Rate		Amount

												L		B		H

								Roof Treatment

		1		1				Cleaning of the Roof surface

						NSI		Rmoving vegetation, unwanted material & rubbesh from roof surface in order to prepare for laying of bitumen

								Total     F  P  S 										1.00		Job

								Total     M  K  S 										1.00		Job						0.00		- 0

		1		2				Bitumen 10/20

						10-101		One coat of water proofing compound, using Bitumen 10/20, applied hot @ 4.90 Kg /10sqm

								Section -1		1		124.25				44.50		5,529.13		Sft

								Section -2		1		48.50				42.25		2,049.13		Sft

								Total     F  P  S 										7,578.25		Sft

								Total     M  K  S 										704.30		Sqm						0.00		- 0

		1		3				Polythene Sheet

						12-90		Providing and laying, Bond Breaking materials, using 0.102 mm thick Polythene film, over normal thickness of concrete floor.

								Total     F  P  S 										7,578.25		Sft

								Total     M  K  S 										704.30		Sqm						0.00		- 0

		1		4				Screed 1:2:4

						12-91		Providing and laying, Screed bed 50 mm thick on bond breaking material as specified.

								Total     F  P  S 										7,578.25		Sft

								Total     M  K  S 										704.30		Sqm						0.00		- 0

		1		5				Marble patty

						12-28		Supply and fix, 8-10 mm thick and 40 mm wide marble patty, as dividing strip in floors.

								Total     F  P  S 										1,500.00		Rft

								Total     M  K  S 										457.18		Mtr						0.00		- 0

		1		6				Bitumen 10/20  blinded with sand on Top of Roof

						10-103		One coat of bitumen 10/20, @ 1.46 kg per sqm, blinded with sand @ 0.012 cum per sqm.

								Section -1		1		124.25				44.50		5,529.13		Sft

								Section -2		1		48.50				42.25		2,049.13		Sft

								Total     F  P  S 										7,578.25		Sft

								Total     M  K  S 										704.30		Sqm						0.00		- 0

		1		7				PCC Gola

						12-13		Providing and laying, CC Type ‘C’, as in floor, slabs, surface finished smooth with neat cement and steel trowel, using crushed or broken stone.

								Section -1 		1.00		289.00		0.50		0.50		72.25		Cft

								Section -2 		1.00		133.00		0.50		0.50		33.25		Cft

								Total     F  P  S 										105.50		Cft

								Total     M  K  S 										2.99		Cum						0.00		- 0

		1		8				Rain water pipe

						18-452		uPVC Pressure pipe, 100mm dia, Class B, complete, Z-joint with rubber ring, (excl excavation), supply and fixing.

								Rain water pipe		10.00		30.00						300.00		Rft

								Total     F  P  S 										300.00		Rft

								Total     M  K  S 										91.44		Mtr						0.00		- 0

		1		9				PCC Krugh 2'x2' for drain pipe

						12-13		Providing and laying, CC Type ‘C’, as in floor, slabs, surface finished smooth with neat cement and steel trowel, using crushed or broken stone.

								PCC Krugh 2'x2'		10.00		2.00		2.00		0.50		20.00		Cft

								Total     F  P  S 										20.00		Cft

								Total     M  K  S 										0.57		Cum						0.00		- 0

		1		10				Removing damaged plaster

						13-19		Hacking Cement Plaster of walls or lathing, racking out joints when required, or racking out cement jointing to walls, roofs or floors of any description, or hacking out concrete to form key, or dismantling, lathing with or without plaster

								Section-1     (50% where required)		2		124.25				2		497		Sft

								Section -2   (50% where required)		1		130.75				2		261.5		Sft

								Total     F  P  S 										379.25		Sft

								Total     M  K  S 										35.25		Sqm						0.00		- 0

		1		11				19mm thick Cement Plaster 1:6

						13-13		19mm thick Cement Plaster 1:6, finished  as specified

								Section-1		2		124.25				2		497		Sft

								Section -2		1		130.75				2		261.5		Sft

								Total     F  P  S 										758.50		Sft

								Total     M  K  S 										70.49		Sqm						0.00		- 0

		1		12				Disposal of Metrial/mulba etc

						NSI		Load “materials” (like demolished brick bats, bricks, sand and bitumen etc) on truck/ trolley or any other means, carry upto 3100 M or part thereof, unload and stack or spread.

								Total     M  K  S 										1.00		Job						0.00		- 0

								Emergency Exit

		1		13				Aluminum Doors

						07-137		Supply Aluminium Swing door, single shutter (Deluxe Model) of Anodized Aluminium extruded section as specified incl fixing on concrete, wooden or steel frames, complete with all necessary fitting, except glass, lock & handle.

								For Emergency Exit door		1		6.00				7.00		42.00		Sft

								Total     F  P  S 										42.00		Sft

								Total     M  K  S										3.90		Sqm						0.00		- 0

		1		14				Glass for Aluminum Door (Ghani Glass)

						16-17		Supply and fix 5mm thick Tinted glass fixed to timber or steel sashes with hard/softwood beads and screws or by the use of rubber lining.

								Front & back		1		6.00				7.00		42.00		Sft

								Total     F  P  S 										42.00		Sft

								Total     M  K  S										3.90		Sqm						0.00		- 0

		1		15				Door closer (Deluxe Model) -NEW STAR

						08-280		Supply and fix, Aluminium door closer (Deluxe Model) Anodized Bronze.

								Total     M  K  S										1.00		Each						0.00		- 0

		1		16				Aluminium door lock (Premium model)

						08-279		Supply and fix, Aluminium door lock, (Premium model) Anodized Bronze.

								Total     M  K  S										1.00		Each						0.00		- 0

		1		17				Provision of stair for Emergency Exit

						NSI		Providing & fixing of steel stairs along with railing including all allied supporting material vertical & horizontal to 1st floor of the building as per direction of Engineer Incharge

								Stair for Emergency Exit		1		50.00		4.00				200.00		Sft

								Total     F  P  S 										200.00		Sft						0.00		- 0

		1		18				Paint work on stair / Railing

						15-44		Ist Coat of painting to new or old work such as doors of any type and description with synthetic enamel paint.

						15-45		Same as item 15-44, but 2nd and subsequent coat.

								Paint work on stair / Railing		4		50.00		4.00				800.00		Sft

								Paint work on stair Railing		2		3.50		50.00				350.00		Sft

								Total     F  P  S 										1,150.00		Sft

								Total     M  K  S										106.84		Sqm						0.00		- 0

						T O T A L																						0

						on MES Schedule 2014

						Balance amount																						0

						Added 15% SST 																						0

						G R A N D     T O T A L																						0





RFQ Nowshera Roof Treatment

				Pakistan Telecommunication Company Limited

				OFFICE OF MANAGER ADMIN NTR-I PESHAWAR

				BOQ for  Partialy Roof treatment work etc at CTX Exchange Nowshera.

				Sl #		Page & Item #		Description		Nos		Measurement						Qty		Unit		Rate		0%		Rate		Amount

												L		B		H

								Partialy Roof Treatment

		1		1				Cleaning of the Roof surface

						NSI		Rmoving vegetation, unwanted material & rubbesh from roof surface in order to prepare for laying of bitumen

								Total     F  P  S 										1.00		Job

								Total     M  K  S 										1.00		Job						0.00		- 0

		1		2				Bitumen 10/20

						10-101		One coat of water proofing compound, using Bitumen 10/20, applied hot @ 4.90 Kg /10sqm

								Section -1		1		175.00				4.00		700.00		Sft

								Total     F  P  S 										700.00		Sft

								Total     M  K  S 										65.06		Sqm						0.00		- 0

		1		3				Polythene Sheet

						12-90		Providing and laying, Bond Breaking materials, using 0.102 mm thick Polythene film, over normal thickness of concrete floor.

								Total     F  P  S 										700.00		Sft

								Total     M  K  S 										65.06		Sqm						0.00		- 0

		1		4				Screed 1:2:4

						12-91		Providing and laying, Screed bed 50 mm thick on bond breaking material as specified.

								Total     F  P  S 										700.00		Sft

								Total     M  K  S 										65.06		Sqm						0.00		- 0

		1		5				Marble patty

						12-28		Supply and fix, 8-10 mm thick and 40 mm wide marble patty, as dividing strip in floors.

								Section -1 Long		2		175.00						350.00		Rft

								Section -1 Short		30		4.00						120.00		Rft

								Total     F  P  S 										470.00		Rft

								Total     M  K  S 										143.25		Mtr						0.00		- 0

		1		6				PCC Gola

						12-13		Providing and laying, CC Type ‘C’, as in floor, slabs, surface finished smooth with neat cement and steel trowel, using crushed or broken stone.

								Section -1 		1.00		350.00		0.50		0.50		87.50		Cft

								Section -2 		1.00		90.00		0.50		0.50		22.50		Cft

								Total     F  P  S 										110.00		Cft

								Total     M  K  S 										3.12		Cum						0.00		- 0

		1		7				Rain water pipe

						18-452		uPVC Pressure pipe, 100mm dia, Class B, complete, Z-joint with rubber ring, (excl excavation), supply and fixing.

								Rain water pipe		10.00		30.00						300.00		Rft

								Total     F  P  S 										300.00		Rft

								Total     M  K  S 										91.44		Mtr						0.00		- 0

		1		8				PCC Krugh 2'x2' for drain pipe

						12-13		Providing and laying, CC Type ‘C’, as in floor, slabs, surface finished smooth with neat cement and steel trowel, using crushed or broken stone.

								PCC Krugh 2'x2'		10.00		2.00		2.00		0.50		20.00		Cft

								Total     F  P  S 										20.00		Cft

								Total     M  K  S 										0.57		Cum						0.00		- 0

		1		9				Treatment Expansion Joint

						12-15		Providing and laying CC Type ‘B’ as in floor, slabs, surface finished smooth with neat cement and steel trowel, using crushed or broken stone

										1		45.50		4.00		0.33		60.06		Cft

								Total     F  P  S 										60.06		Cft

								Total     M  K  S 										1.70		 Cum						0.00		- 0

		1		10				Plain Galvd Steel Sheet 22 BG (Expansion Joint)

						10-42		Supply and fix, plain galvd steel sheet 22 BG in ridges hips, valleys and straight and stepped flashing, roof plates and sleeve pieces etc, incl wooden battens as required.

										1		48.00		4.00				192.00		Sft

								Total     F  P  S 										192.00		Sft

								Total     M  K  S 										17.84		Sqm						0.00		- 0

				11				Bitumen 10/20  blinded with sand on Top of Roof

						10-103		One coat of bitumen 10/20, @ 1.46 kg per sqm, blinded with sand @ 0.012 cum per sqm.

								Section -1		1		175.00				4.00		700.00		Sft

								Total     F  P  S 										700.00		Sft

								Total     M  K  S 										65.06		Sqm						0.00		- 0

		1		11				Disposal of Metrial/mulba etc

						NSI		Load “materials” (like demolished brick bats, bricks, sand and bitumen etc) on truck/ trolley or any other means, carry upto 3100 M or part thereof, unload and stack or spread.

								Total     M  K  S 										1.00		Job						0.00		- 0

						T O T A L																						0

						on MES Schedule 2014

						Balance amount																						0

						Added 15% SST 																						0

						G R A N D     T O T A L																						0





RFQ Makan Bagh Roof Treatment

				Pakistan Telecommunication Company Limited

				OFFICE OF MANAGER ADMIN NTR-I PESHAWAR

				BOQ for Roof treatment work & Partition Wall at Makan Bagh (Saidu Sharif) Swat

				Sl #		Page & Item #		Description		Nos		Measurement						Qty		Unit		Rate		0%		Rate		Amount

												L		B		H

								Roof Treatment

		1		1				Cleaning of the Roof surface

						NSI		Rmoving vegetation, unwanted material & rubbesh from roof surface in order to prepare for laying of bitumen

								Total     F  P  S 										1.00		Job

								Total     M  K  S 										1.00		Job						0.00		- 0

		1		2				Bitumen 10/20

						10-101		One coat of water proofing compound, using Bitumen 10/20, applied hot @ 4.90 Kg /10sqm

								Roof Top		1		64.00		45.00				2,880.00		Sft

								Total     F  P  S 										2880.00		Sft

								Total     M  K  S 										267.66		Sqm						0.00		- 0

		1		3				Polythene Sheet

						12-90		Providing and laying, Bond Breaking materials, using 0.102 mm thick Polythene film, over normal thickness of concrete floor.

								Total     F  P  S 										2880.00		Sft

								Total     M  K  S 										267.66		Sqm						0.00		- 0

		1		4				Screed 1:2:4

						12-91		Providing and laying, Screed bed 50 mm thick on bond breaking material as specified.

								Total     F  P  S 										2880.00		Sft

								Total     M  K  S 										267.66		Sqm						0.00		- 0

		1		5				Marble patty

						12-28		Supply and fix, 8-10 mm thick and 40 mm wide marble patty, as dividing strip in floors.

								Marble patty		9		64.00						576.00		Rft

								Marble patty		12		45.00						540.00		Rft

								Total     F  P  S 										1116.00		Rft

								Total     M  K  S 										340.14		Mtr						0.00		- 0

		1		6				Bitumen 10/20  blinded with sand on Top of Roof

						10-103		One coat of bitumen 10/20, @ 1.46 kg per sqm, blinded with sand @ 0.012 cum per sqm.

								Total     F  P  S 										2880.00		Sft

								Total     M  K  S 										267.66		Sqm						0.00		- 0

		1		7				Scraping plaster

						13-19		Hacking Cement Plaster of walls or lathing, racking out joints when required, or racking out cement jointing to walls, roofs or floors of any description, or hacking out concrete to form key, or dismantling, lathing with or without plaster

								Parpert wall complete		1		218.00				4.25		926.50		sft

								Total     F  P  S 										463.25		Sft

								Total     M  K  S 										43.04		Sqm						0.00		- 0

		1		8				19mm thick Cement Plaster 1:6

						13-13		19mm thick Cement Plaster 1:6, finished  as specified

								For Bitumen		1		64.00				45.00		2,880.00		sft

								Parpert wall complete		1		218.00				4.25		926.50		sft

								Total     F  P  S 										3806.50		Sft

								Total     M  K  S 										353.62		Sqm						0.00		- 0

		1		9				PCC Gola

						12-13		Providing and laying, CC Type ‘C’, as in floor, slabs, surface finished smooth with neat cement and steel trowel, using crushed or broken stone.

								Parpert wall complete		1		218.00		0.50		0.50		54.50		Cft

								Total     F  P  S 										54.50		Cft

								Total     M  K  S 										1.54		Cum						0.00		- 0

		1		10				Rain water pipe

						18-452		uPVC Pressure pipe, 100mm dia, Class B, complete, Z-joint with rubber ring, (excl excavation), supply and fixing.

								Rain water pipe		10		30.00						300.00		Rft

								Total     F  P  S 										300.00		Rft

								Total     M  K  S 										91.44		Mtr						0.00		- 0

		1		11				PCC Krugh 2'x2' for drain pipe

						12-13		Providing and laying, CC Type ‘C’, as in floor, slabs, surface finished smooth with neat cement and steel trowel, using crushed or broken stone.

								PCC Krugh 2'x2'		10		2.00		2.00		0.50		20.00		Cft

								Total     F  P  S 										20.00		Cft

								Total     M  K  S 										0.57		Cum						0.00		- 0

		1		12				Disposal of Metrial/mulba etc

						NSI		Load “materials” (like demolished brick bats, bricks, sand and bitumen etc) on truck/ trolley or any other means, carry upto 3100 M or part thereof, unload and stack or spread.

								Total     M  K  S 										1.00		Job						0.00		- 0

								Emergency Exit

		1		13				Demoltion of Brick work 

						23-7		Demolition of walls, built in Brick work, or Concrete blocks, or in stone masonry, built in lime or CM, incl pillars, lintels, struts etc.

								For Emergency Exit door		1		4.50		0.75		7.00		23.63		Cft

								Total     F  P  S 										23.63		Cft

								Total     M  K  S										0.67		Cum						0.00		- 0

		1		14				Aluminum Doors

						07-137		Supply Aluminium Swing door, single shutter (Deluxe Model) of Anodized Aluminium extruded section as specified incl fixing on concrete, wooden or steel frames, complete with all necessary fitting, except glass, lock & handle.

								For Emergency Exit door		1		4.00				7.00		28.00		Sft

								Total     F  P  S 										28.00		Sft

								Total     M  K  S										2.60		Sqm						0.00		- 0

		1		15				Glass for Aluminum Door (Ghani Glass)

						16-17		Supply and fix 5mm thick Tinted glass fixed to timber or steel sashes with hard/softwood beads and screws or by the use of rubber lining.

								Front & back		1		4.00				7.00		28.00		Sft

								Total     F  P  S 										28.00		Sft

								Total     M  K  S										2.60		Sqm						0.00		- 0

		1		16				Door closer (Deluxe Model) -NEW STAR

						08-280		Supply and fix, Aluminium door closer (Deluxe Model) Anodized Bronze.

								Total     M  K  S										1.00		Each						0.00		- 0

		1		17				Aluminium door lock (Premium model)

						08-279		Supply and fix, Aluminium door lock, (Premium model) Anodized Bronze.

								Total     M  K  S										1.00		Each						0.00		- 0

		1		18				Provision of stair for Emergency Exit

						NSI		Providing & fixing of steel stairs along with railing including all allied supporting material vertical & horizontal to 1st floor of the building as per direction of Engineer Incharge

								Stair for Emergency Exit		1		50.00		4.00				200.00		Sft

								Total     F  P  S 										200.00		Sft						0.00		- 0

		1		19				Paint work on stair / Railing

						15-44		Ist Coat of painting to new or old work such as doors of any type and description with synthetic enamel paint.

						15-45		Same as item 15-44, but 2nd and subsequent coat.

								Paint work on stair / Railing		4		50.00		4.00				800.00		Sft

								Paint work on stair Railing		2		3.50		45.00				315.00		Sft

								Total     F  P  S 										1,115.00		Sft

								Total     M  K  S										103.58		Sqm						0.00		- 0

						T O T A L																						0

						on MES Schedule 2014

						Balance amount																						0

						Added 15% SST 																						0

						G R A N D     T O T A L																						0
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